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ABSTRACT Power systems are stretched across thousands of miles of diverse territories, often in remote
locations, to generate and transfer the energy to geographically dispersed customers. The system is therefore
subjected to a wide range of natural hazards which could potentially damage critical system components and
cause interruption of electricity supply in some areas. To improve system resilience against natural hazards,
management frameworks are required to identify hazardous areas and prioritize reinforcement activities in
order to take the most out of the limited resources.
Landslide is a natural disaster that involves the breakup and downhill flow of rock, mud, water, and anything
caught in the path. It is a phenomenon frequently occurred in some parts of the world that could result
in the failure of power transmission networks. Consequently, in this paper, a novel approach has been
proposed that quantifies the landslide hazard, its damage to power system components, and the impacts on
the overall system performance to prioritize reinforcement activities and mitigate the landslide vulnerability.
The proposed approach is applied to a real power system and the obtained results are discussed in detail.

INDEX TERMS Landslide, natural disasters, power system, power system failure, power system manage-
ment, reliability, resiliency, transmission system, vulnerability assessment.

I. INTRODUCTION
Power system is one of the largest man-made systems whose
components are stretched across thousands ofmiles of diverse
territories [1]. As a result, power systems are highly vulnera-
ble to natural catastrophes as geographically dispersed com-
ponents of interconnected power systems are subjected to a
wide range of natural hazards. Considering the importance of
electricity in the well-being of modern societies, the vulnera-
bility of electrical infrastructure to natural hazards, and recent
natural events such as hurricane sandy, resilience studies of
power systems have gained significant attention in recent
years [2]–[4]. In this context, resilience is defined as ‘‘the
ability to prepare for and adapt to the changing conditions as
well as withstand and recover rapidly from disruptions’’ [5].
Subsequently, A power system is considered to be resilient if
it is able to anticipate, absorb, adapt to, and/or rapidly recover
from a disruptive event [6].

The associate editor coordinating the review of this manuscript and
approving it for publication was Feng Wu.

According to the definition of a resilient power system,
resilient studies can be divided into different categories.
In the first category, researchers strive to anticipate the impact
of a natural event on the power system by modeling the
occurrence of the event, identifying the components that
are likely to be damaged and the overall operating condi-
tion of the system after the event [7]–[10]. Such resilience
studies are complicated since predicting the intensity and
spatio-temporal characteristics of a natural event and its
impact on power system components are extremely difficult.
Increasing the ability of the system to absorb natural events is
another category of resilience studies. For instance, planning
schemes for enhancing the ability of the system to absorb
natural events are presented in [11], [12], while hardening
and resource allocation are discussed in [13], [14]. Increasing
the ability of the system to adapt to and rapidly recover
from a natural event is another aspect of the power sys-
tem resilience which attracts significant attentions in recent
years. In this regard, using the islanding capability of micro-
grids for restoring the energy of interrupted customers is
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considered as a viable resilience enhancement solution by
many researchers [15]–[18].

The Careful review of the literature reveals that most of
the resilience studies are mainly concentrated on the absorp-
tion, adaption, and recovering aspects of resilience while the
fundamental studies associated with anticipating a natural
catastrophe and its impact on power system components
have not received much attention. In addition, most of the
resilience studies anticipating the occurrence of an event are
concentrated on events associated with extreme weather [19]
and other events are rarely studied.

A. MOTIVATIONS AND PAPER CONTRIBUTIONS
A landslide is the movement of rock, debris, or earth down
a slope. It results from the failure of the materials which
make up the hill slope and are driven by the force of
gravity [20]. In areas with the high frequency of land-
slide occurrence, critical infrastructures are threatened by
the event. A landslide is also a hazardous phenomenon that
could damage the electrical energy infrastructures and ini-
tiate failures in power plants, substations, and transmission
lines.

As mentioned, the areas prone to landslide occurrences
could confront with curtailment of power supply due to
failure in transmission networks. In this regard, from over
4000 large landslide events that have been reported in Iran,
1030 large landslides have historically been recorded in Zan-
jan and Ghazvin provinces. These events have incurred con-
siderable damage to the people and infrastructures. Zanjan
Regional Electric Company (ZREC) that is responsible for
the production, transmission, and distribution of electricity in
Zanjan andQazvin provinces has also confrontedwith several
landslides related outages. Consequently, ZREC is willing
to invest in enhancing the system’s resilience to landslides.
However, most of the available literature is concentrated on
extreme weather and does not address seismic or landslide
hazards. In response, significant efforts have been devoted
to introducing a novel resilience modeling and quantification
framework to determine vulnerable system components and
prioritize reinforcement activities. These efforts create the
foundation of this paper. Accordingly, the resilience of the
power system to landslide is, for the first time, modeled and
quantified in this paper. The contributions of the paper can be
summarized as follows:
• An applicable GIS-based hazard assessment approach is

proposed to estimate the landslide hazard
• A novel approach is suggested that includes both com-

ponents landslide damage possibility and associated outage
consequences to assess the landslide damage risk and priori-
tize reinforcement activities
• The approach discriminates between substations/power

plants and transmission lines due to their different geograph-
ical characteristics
• The proposed model is versatile enough to be applied

to nation-wide power systems in order to identify vulnerable
system components and sections

FIGURE 1. Outline of the proposed approach.

• The applicability of the proposed approach is demon-
strated by applying the methodology to a real composite
system.
• The developed framework would finally determine the

areas that landslide could severely damage; which would
respectively determine the energy systems that could be oper-
ated in the islanded mode.

It is expected that the final results of landslide hazard
assessment provide a powerful analytical tool in the context
of system reinforcement. In particular, the reinforcement bud-
gets could be effectively concentrated on the most vulnerable
components of the system. Besides, proper maneuvers and
remedial actions could be planned to mitigate the overall
impacts of landslide events. In addition, more accurate land-
slide hazard assessment could now be pursued in the design
phase of new substations and transmission lines. It is note-
worthy that the obtained results from the developed approach
would direct the investments to areas that face loss significant
economic losses due to landslide. As a result, these areas
could be operated as microgrids with the ability to operate
their critical loads with their own distributed power genera-
tion units. In this regard, the obtained results for ranking the
critical areas in the power network would be utilized as the
input information for research works that focus on determin-
ing critical load in each of the critical areas and modeling
them as microgrids to be reliably operated in islanded modes.

B. METHODOLOGY OUTLINE
The key objective of this paper is to propose a new framework
for quantifying the resilience of the power to landslide events.
In this regard, the landslide hazard in the study area, initially,
has to be extracted. Then after, the impacts of the landslide
on the power system components have to be investigated and
electrical consequences of the components’ failure have to
be estimated. Finally, landslide hazard and its consequences
should be combined to provide a thorough measure of land-
slide resilience. Outline of the proposed methodology has
been depicted in Fig. 1.

As mentioned, combining the effects of landslide happing
on the infrastructures of power systems as well as the cost
of infrastructures failure from loss of load perspective would
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facilitate the development of new indices for themeasurement
of the system resilience against landslide hazard. In this
regard, this study requires analyzing a huge amount of data
from geographical as well as electrical networks. In this
regard, in order to provide a clear perspective, each step of the
methodology is conducted by providing the real geographical
and electrical data from the Zanjan and Ghazvin provinces as
well as ZREC. Nevertheless, based upon the developed gen-
eral approach, the proposed methodology could be employed
to analyze areas prone to landslide occurrences in order
to optimize the operational and planning procedures of the
power system utilities.

The rest of the paper is structured as follows. Required data
and the proposed method for landslide hazard assessment
are both explained in Section II. As mentioned, for the first
time, this paper aims to study the effects of landslides on
power systems; therefore, modeling landslide occurrences
seems to be an essential step in analyzing their effects on
power system operation and planning. The incurred landslide
damages to power system components and their associated
consequences are studied in Section III. A novel approach
for landslide vulnerability assessment is also presented in
Section III. Finally, the proposed framework is applied on a
network and the results are discussed in section IV.

II. LAND-SLIDE HAZARD ASSESSMENT
A landslide is defined as a downwardmovement of the ground
in an unstable slope. Gravity is the fundamental force in a
landslide event but geographical, geological, and topological
characteristics such as slope, soil type, and also geology of the
study area are the main contributing factors that determine
the landslide hazard in an area [21]. In addition, since a
landslide is usually triggered by an external stimulus like an
earthquake, parameters measuring earthquake risks are also
regarded as an important factor in landslide hazard assess-
ment. Furthermore, some of the area characteristics such as
temperature, vegetation, rainfall, etc. greatly depend on the
elevation; consequently, elevation above the mean sea-level
is also included in landslide hazard evaluation [21].

With the advent of modern computers and availability of
digital maps, geologists can now analyze different proper-
ties of lands in areas where historical landslide events have
occurred and identify the key characteristics of the suscepti-
ble strains. Consequently, landslide hazards can be estimated
in unstudied locations by investigating these characteristics.
Understanding factors that affect the susceptibility of land-
slide occurrence is a powerful tool that enables geologists
to analyze a wide area with no recorded historical data and
measure the landslide hazard. With the advent of Geographic
Information System (GIS), advancement in satellite remote
sensing, and improvement in computational capabilities of
commercial computers, it is now possible to collect geograph-
ical data in a vast area and conduct far more detailed and accu-
rate geographical analysis in the power system. Accordingly,
Landslide hazard assessment could be pursued in a wide
geographical area and the results could also be presented as a

TABLE 1. Recorded landslide events in various geological categories.

TABLE 2. Recorded landslide events in various soil categories.

GIS landslide hazard map in which a hazard value is assigned
to every geographical point within the study area [22].

A. COLLECTION OF GIS DATA AND INITIAL ANALYSIS
In this paper, landslide hazard has been assessed in a
156000 km2 area located between coordinates 35◦ to 39◦

North and from 47◦ to 51◦ East which completely covers
Zanjan and Qazvin provinces of Iran along with some parts
of other provinces. In this area, 1030 large landslides have
historically been recorded which is about a quarter of the
entire recorded landslides in Iran.

A considerable amount of information is required to assess
the landslide hazard in the area. Geographical locations of
historical events, type of soil, and also geological character-
istics within the study area were provided by Iranian Forests,
Range, and Watershed Management Organization in GIS
maps. Types of soil and geological characteristics are catego-
rized into twenty and ten different classes respectively. These
classes are introduced in the Appendix.

To study the effect of geology and soil properties on land-
slide initiation, historical data are analyzed; then, the number
of landslide events in each category of soil and geology is
extracted. The results are reported in Tables 1 and 2. It worth
mentioning that the study area is not equally divided into
different classes of soil/geology. Thus, in classes that cover
a higher percentage of the study area, in the same condition,
a higher number of recorded events would be expected. In this
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TABLE 3. Recorded landslide events in different elevation categories.

regard, the number of recorded events in each soil/geology
class is divided by the area covered by that specific cate-
gory. Consequently, recorded events in 100 Km2 are also
extracted and reported in Tables 1 and 2. Subsequently,
if landslide occurrence susceptibility in category A is higher
than the susceptibility in category B; recorded landslides
in 100 Km2 for category A are expected to be higher than
category B.

Analyzing the historical events reveals that areas with the
geology of classes II, VIII, and VI are highly prone to land-
slide occurrence. It also shows the probability of landslide
occurrence in the areas with soil classes of 13, 14, and 20 is
much greater than the probability of occurrence in other
regions.

Digital Elevation Model (DEM) maps are required to
investigate the effect of elevation in landslide occurrence.
DEMmaps can also be implemented to calculate the slope of
the ground and investigate the effects of slope on landslide
susceptibility. DEM maps are extracted from the publicly
available data of the Terra satellite [23]. In these maps, the
surface has been divided into 20m×20m squares and elevation
has been measured for each square with 7m − 15m accuracy.
In fact, DEM maps are a set of x and y coordinates to which
an elevation value is assigned.

As mentioned earlier, some terrain properties are related
to the elevation. Thus, elevation at the location of histori-
cal landslides has been extracted and presented in Table 3.
In addition, recorded events in 100 Km2 are also calculated
to offset the effect of elevation categories which covers a
different portion of the study area.

Table 3 clearly shows that over 70 percent of the historical
landslides are recorded in areas with elevations ranging from
1250 to 2250 meters above the mean sea-level. It also shows
that landslide occurrence probability in the areas with an
elevation higher than 2500m and lower than 0m is negligible.
A high-resolution DEMmap can also be used to extract the

slope map. The ground slope is the most important parameter
which determines the landslide hazard in an area. In this
regard, obtaining the map of the ground slope has remarkable

FIGURE 2. Slope magnitude map and location historical landslides.

TABLE 4. Recorded landslide events in different slope categories.

importance in landslide hazard assessment. Theoretically,
the gradient of the elevationmap is the ground slopemap. The
gradient of the elevation is a vector with a specific magnitude
and direction. In the context of landslide hazard assessment,
slope magnitude is more influential than the slope direction.
Subsequently, Terra DEM maps are analyzed and the slope
magnitude map within the study area is extracted using the
method proposed in [23]. The slope magnitude map and loca-
tion of the recorded landslides are both illustrated in Fig. 2.
Then, the ground slope in the location of the recorded land-
slide events has been examined and the results are reported in
table 4.

As expected, Table 4 reveals that the landslide haz-
ard is highly related to the ground slope. Most of the
recorded events occur in terrains with a slope between 5 to
30 degrees. Table 4 also shows that landslide susceptibility
in areas with the gradient less than 5 degrees or more than
30 degrees is negligible. If the ground slope is lower than
5 degrees, there is not enough downward force to move the
soil and rocks toward the slope which reduces the land-
slide hazard. In contrast, in the ground with the gradient
of 30 degrees or more, landslide hazard is insignificant
because all movable materials have slipped down the slope
and only solid, immovable materials have remained at the
site.
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TABLE 5. Euclidean distance of historical landslide to the nearest active
fault.

The most devastating landslides are usually triggered by
an external force such as earthquakes. Thus, the risk of an
earthquake in an area has to be reflected in the landslide
hazard assessment. An earthquake is caused by a sudden slip
on an active geological fault. Therefore, Euclidean distance
from each location to the nearest active fault is regarded as
an earthquake risk in this paper. In this regard, a GIS map
of active faults within the study area is obtained from the
National Geoscience Database of Iran (NGDIR) and imple-
mented in this study. The Euclidean distance of historical
landslides to the nearest active fault has been extracted and
reported in Table 5. The results show that there is an inverse
relationship between the distance to active fault and landslide
hazard in the study area.

B. HAZARD ASSESSMENT METHODOLOGY
Agreat amount of information has been collected and initially
examined in Section II.A. In this section, the information is
analyzed and a regression-based landslide hazard assessment
methodology is implemented to measure the landslide hazard
in the study area. In the proposed methodology, as shown
in (1), the hazard index H in each location is estimated by
the weighted sum of the intensities of associated factors in
that specific location:

H = wSlope × SSlope + wDistance to fault × SDistance to fault

+wElevation × SElevation + wGeology

× SGeology + wSoil × SSoil (1)

In (1), wi and Si are the weight and the intensity of
factor i respectively. Implementation of a regression-based
approach necessitates that the hazard in an area expresses as a
monotonic function of Si. However, intensities of influential
parameters in landslide hazard, as shown in II.A, don’t exhibit
this behavior. Thus, the regression approach implementation
requires new intensity measures.

Landslide hazard in an area depends on both quantitative
and qualitative factors. These factors are thoroughly cate-
gorized and reported in Section II.A. Based on Tables 1-4,
the landslide hazard in the study area depends on the recorded
events in 100 Km2. Therefore, for geology, soil, eleva-
tion, and slope, recorded events in 100 Km2 in each cat-
egory are defined as the intensity factor of the associated

TABLE 6. Weights of equation (4).

category. In the case of distance to the nearest active fault,
the percentage of recorded events in each distance can
be defined as a measure of landslide hazard in each set.
Definition of these new intensity measures initially fulfill
the required monotonic intensity function and also simplify
the calculation. For every location, one can evaluate the
required parameters and extract the intensitymeasure through
Tables 1-5.

To calculate the weights in the regression approach, there
must be points in which landslide risk is high and also
locations where landslide hazard is negligible. There are
1030 recorded landslides in the study area and the geograph-
ical location of these events can be regarded as the points
where the landslide hazard is high. However, there is no reli-
able source to pinpoint areas in which landslide hazard risk
is low. In this regard, geographical locations with a distance
of more than 20km from recorded landslides are assumed to
have low landslide risk. Then, 2075 random locations have
been extracted from the low-risk areas and considered as
low landslide risk locations. As a consequence, there are
1030 points with high landslide risk and 2075 locations with
low landslide risk. Hazard index H = 1 is assigned to the
high-risk points and H = 0 is assigned to the low-risk
points. Weights in (1) are assessed so that it minimizes
the (1) prediction error. Calculated weights are represented
in Table 6.

Using the weights in Table 6 and (1), hazard index (H )
within the study area can now be calculated. It’s also clear
that locations with a higher hazard index are more susceptible
to landslide occurrence. However, a threshold level has to
be defined so that landslide hazard in a region is consid-
ered dangerous if the hazard index in the area is larger than
the threshold level. So, the hazard index for both low and
high-risk points has been assessed and the results are shown
in Table 7. The results show that 80 percent of the high-risk
points have a hazard index of more than 0.3, while 78 percent
of the low-risk points exhibit a hazard index less than 0.3.
Besides, the hazard index in 86 percent of the low-risk points
is lower than 0.5 while 73 percent of high-risk points have a
hazard index of higher than 0.5. Accordingly, landslide haz-
ard in an area has been divided into three clusters based on the
hazard index value. Hence, areas with a hazard index lower
than 0.3 are considered safe in landslide hazard assessment.
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TABLE 7. Calculated hazard index for high and low-risk points.

FIGURE 3. The GIS map of landslide hazard in the study area.

If the index were between 0.3 to 0.5 landslide hazard in the
area is defined as medium and finally, areas in which hazard
index is more than 0.5 are considered as hazardous areas.
A GIS map of the landslide hazard in the study area is shown
in Fig. 3.

III. POWER SYSTEM RESILIENCE QUANTIFICATION
So far, landslide hazard within the study area has been
assessed and a hazard index has been defined for each loca-
tion. In this section, a framework is proposed to assess the
system landslide damage risk which is a measure of the
system resilience towards landslide occurrences. This mea-
sure principally depends on the risk of failure of a com-
ponent as well as its failure impact on the overall system
operation.

A. ANALYZING THE IMPACTS OF COMPONENTS DAMAGE
TO THE OPERATION OF THE POWER SYSTEM
To identify the landslide effects on a power system, in this
paper, a formulation based on the optimal power flow (OPF)
has been employed to evaluate the amount of load curtail-
ment in each load point in a post-contingency condition.
The proposed approach illustrated in (2) strives to minimize

the amount of load curtailment while satisfying system con-
straints.

min
∑
i∈IL

(
PLnormali − Pli

)
(2.a)

Subject to :

FSi (P,Q,V, θ ) = 0 i ∈ IB (2.b)

0 ≤ PGi < PGmax
i i ∈ IG (2.c)

QGmin
i ≤ QGi < QGmax

i i ∈ IG (2.d)

0 ≤ Pli ≤ PLnormali i ∈ IL (2.e)

Qli = tan(ϕi)× Pli i ∈ IL (2.f)

0 ≤
∣∣Sj∣∣ ≤ Smax

j j ∈ IT (2.g)

Vmin
j ≤

∣∣Vj∣∣ ≤ Vmax
j j ∈ IB (2.h)

In the above formulation, IB, IT , IG and IL are defined as
the set of busbars, transmission lines, online generators, and
load points, respectively. Active and reactive power produc-
tion of ith generator is represented by PGi and QGi, while its
operational limits are shown by PGmax

i , QGmin
i and QGmax

i .
Moreover, PLnormali , Pli and Qli are defined as the normal
active, post contingency active, and reactive power consump-
tion in load point i. The variable

∣∣Sj∣∣ is responsible for appar-
ent power flow while Smax

j shows the maximum allowable
apparent power flow of the transmission line/transformer j.
In addition, voltage magnitude of jth busbar and its maximum
and minimum limits are defined as

∣∣Vj∣∣, Vmax
j and Vmin

j ,
respectively. Finally, P,Q,V, and θ are the vectors of the
injected active and reactive power, voltage magnitude, and
voltage angle in all system busbars.
The objective function in (2.a) strives to minimize the

overall amount of load curtailment in the system. (2.b) shows
the complex power balance equations, while generators’
active and reactive limits are included by equations (2.c)
and (2.d). Moreover, it is assumed that the power factor in
each system load would not change after the curtailment;
therefore, the active and reactive power of each load point
are restricted by constraints (2.e) and (2.f). Eventually, equa-
tions (2.g) and (2.h) are respectively modeled to enforce
capacity limits and voltage magnitude boundaries associated
with transmission line/transformers.

B. ANALYZING LANDSLIDE DAMAGE TO POWER SYSTEM
COMPONENTS
In the context of landslide damage risk assessment, power
system components can be divided into two major categories.
Power plants and substations are located in a small-bounded
area and so an approximate level of landslide hazard could be
assumed within the location of each power plant or substa-
tion. On the other hand, a transmission line is spread across
vast geographic areas; therefore, it experiences different lev-
els of landslide hazard on its route. Consequently, damage
risk evaluation of power plants/substations and transmission
lines requires different procedures which are explained in the
following subsections.
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1) POWER PLANTS AND SUBSTATIONS LANDSLIDE
DAMAGE RISK ASSESSMENT
A landslide is a local phenomenon that inherently causes
damage to its surroundings. Landslide occurrences in the
vicinity of a system component could initiate the compo-
nent failure. Therefore, a component might be threatened by
any landslides occurring in its proximity. As a consequence,
in this paper, the average of the hazard index (H) within a
radius of one kilometer is defined as a ‘‘component average
hazard index’’ and denoted by hj for component j.
As mentioned earlier, each substation or power plant is

approximately subjected to the same level of landslide haz-
ard; therefore, in this paper, it is assumed that the average
hazard index of a power plant/substation could be estimated
by the value of the average hazard index in its centroid. Since
a power plant/substation is a surface bounded by a polygon,
centroid could be calculated as the arithmetic mean position
of all the points in the shape [24]. Moreover, it has been
concluded in Section II.B that if a component average hazard
index is lower than the threshold level (hj < 0.3) then the
landslide hazard is negligible; thus, these components are
considered safe from landslide damages and excluded from
the analysis.

Landslides could potentially damage all types of struc-
tures and system components. In this paper, the worst-case
scenario, where a landslide event damages the most critical
sections of a substation/power plant resulting in its total
failure, is taken into account and the associated consequences
are evaluated by the formulation stated in (2). On this basis,
substation/power plant landslide damage risk (LDRS/P

j ) is a
function of anticipated landslide hazard and its associated
consequences; hence, LDRS/P

j is defined by the following
equation:

LDRS/P
j = hj ×

∑
i∈IL

(
PLnormali − Pli

)
(3)

where hj represents the average hazard index and the sum of
curtailed load in all system load points is considered as the
consequence of the event. Respectively, Landslide damage
risk takes into account both aspects of a landslide event i.e.
landslide hazard and associated electrical consequences.

2) TRANSMISSION LINES LANDSLIDE DAMAGE RISK
ASSESSMENT
As a transmission line is spread at long distances, the trans-
mission towers inevitably exposed to a wide range of land-
slide hazards. The proposed methodology in the previous
section can be applied for evaluating the landslide hazard in
the location of transmission towers; therefore, the component
average hazard index can be implemented to identify towers
located in hazardous areas. Prioritizing towers based on the
landslide hazard is beneficial in managing the reinforcement
activities by concentrating the budgets on the most vulnerable
towers of the system.

Although the component average hazard index clearly
shows the anticipated landslide hazard in the location of

each transmission tower; it cannot simply be implemented
in evaluating the landslide damage to a transmission line.
Thus, it’s necessary to define an additional index to compare
different transmission lines from the landslide perspective.
Towers of a transmission line are assumed to be in series
and so the failure of each one can block the transmission
of the electrical energy. In Section II, areas with a hazard
index of larger than 0.5 are regarded as hazardous areas; thus,
towers in that areas are greatly threatened by landslide events.
Therefore, a new criterion is defined in equation (4) as the
sum of the average hazard index of towers for which hj is
higher than 0.5.

Rj =
∑

i∈ITowerj ∩ (hi>0.5)

hi (4)

where Rj is defined as the jth transmission line total hazard
index and ITowerj represents the set of towers in line j. To com-
pare the hazard in different lines, the above index has been
normalized and represented by rj as follows:

rj = Rj/max
j∈IT

(Rj) (5)

The consequence of a transmission line failure depends on
the network configuration and operating condition. Accord-
ingly, the consequence of landslide originated outages have
to be taken into account in landslide damage risk assessment.
In this paper, equation (6) is employed to measure landslide
damage risk of transmission lines (LDRlinej ):

LDRlinej = rj ×
∑
i∈IL

(
PLnormali − Pli

)
(6)

So far, landslide hazard has been assessed within the study
area and a novel method has been proposed to evaluate the
landslide damage risk. It is also worth mentioning that land-
slide damage risk can be regarded as a resilience measure.
In the following section, the proposed approach has been
applied to a real network and vulnerable components of the
system have been prioritized.

C. MANAGEMENT OF THE SYSTEM CONSIDERING
LANDSLIDE HAZARD
The proposed approach in this paper develops the component
hazard index by considering the geographical characteristics
of the area which is finally combined by the load curtailment
caused by the power system’s component failure in order to
determine the resilience index. In this regard, the proposed
methodology enables the utilities to rank the system compo-
nents in order to direct the investment budget to reinforce the
grid’s infrastructure. On the other hand, utilities could define
maneuver plans in order to decrease the risk of the system in
case of landslide occurrences.

On the other hand, the increasing trend of integration of
distributed energy resources (DERs) [25], as well as the
introduction of microgrids, facilitate the islanded operation
of the energy systems in case of grid’s failure [26]. In other
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FIGURE 4. Average hazard index, curtailed load, and landslide damage
risk of the most vulnerable substations.

words, the areas which are at high risk of load curtailment in
case of landslide happening could be operated as microgrids
and reinforced by installation of DERs [27]. In this regard,
in case of landslide occurrences, a local controller could
operate the microgrid in the islanded operational mode while
utilizing the local distributed power generation units to supply
the critical load demand. It is noteworthy that, in the normal
operational mode, flexible resources, as well as renewable
generation sources, would operate based on their objective
(i.e. maximizing the profit); while, in case of power gener-
ation shortage, the system operator aims to merely supply
the critical loads during the islanded operation. In general,
the proposed scheme for evaluating the effects of landslide
occurrences on the power system would enable the utilities
to take into account the landslide hazard in their planning and
operation procedures.

IV. RESULTS
This section presents the results of numerical studies con-
ducted on the Electrical network in Zanjan and Qazvin
provinces of Iran. Generation and transmission facilities in
these provinces are mainly operated by ZREC. The company,
at the peak, supplies 1074 MW of loads and operates one
generation facility with the installed capacity of 648MW. The
utility also operates 213km of 400kV and 1305km of 230kV
transmission lines along with four 400 kV, eight 230 kV, and
thirty-nine 63 kV substations. It’s noteworthy that hypothet-
ical names for transmission lines and substations are used in
this paper since the exact names and locations of substations
and transmission lines cannot be disclosed because of con-
tractual reasons.

In section II, the hazard index is developed and evaluated
within the study area. In this regard, the results of the hazard
index are demonstrated in Fig. 3. Since the proposed approach
has been founded based on the average hazard index, ini-
tially, the centroid of each component (i.e. substations, power
plants, and transmission towers) has been located and the
average components hazard index (hj) for each of them is
evaluated.

The consequences of landslide occurrences on substa-
tions/power plants are evaluated using (2) and landslide dam-
age risk has been assessed by (3). Results show that the

FIGURE 5. Normalized total hazard index, curtailed load, and landslide
damage risk of the most vulnerable substations.

FIGURE 6. Classification transmission towers of line-A based on their
exposure to the landslide damage.

average hazard index at the location of generation facilities
are negligible and their operation are not threatened by a land-
slide event. On the other hand, the study reveals that some of
the transmission and sub-transmission substations are located
in hazardous areas. Average hazard index, associated cur-
tailed load, and landslide damage risk of the most vulnerable
substations are demonstrated in Fig. 4. The obtained results
clearly show that both landslide hazard and substation failure
consequence are necessary to be taken into account in power
system vulnerability assessment.

Transmission lines are also studied in the landslide damage
risk assessment. As mentioned earlier, the average hazard
index has been evaluated for each tower and the total hazard
index is evaluated for every transmission line. The outage
consequence of each line is then assessed by (2) and com-
bined by rj according to (5) to extract the landslide damage
risk of the transmission lines. Figure 5 represents the most
vulnerable transmission lines within the study area.

One of the remarkable characteristics of the proposed
method is its ability to prioritize transmission towers based

VOLUME 9, 2021 80307



R. Ghorani et al.: Modeling and Quantification of Power System Resilience to Natural Hazards

TABLE 8. Definition of geology classes.

TABLE 9. Definition of soil classes.

on their exposure to landslide hazards. For example, the land-
slide hazard in the location of transmission towers of line-A is
classified and depicted in Fig. 6. Thus, transmission owners
can discriminate among the towers based on their vulnera-
bility and spend available budgets on the most vulnerable
sections of a transmission line.

V. CONCLUSION
Landslides are one of the most frequent natural disasters
in some parts of the world, which threaten the safe and
reliable operation of power systems. In this paper, a practi-
cal approach is introduced to evaluate the landslide hazard
and identify components that are located in hazardous areas.
In addition, a novel approach is presented where both damage
possibility and failure consequences of each system compo-
nent are taken into account to assess the landslide damage
risk and prioritize reinforcement activities. The proposed
approach is then applied to a real power system in Iran where
components are prioritized based on their imposed risk to the
overall system operation.

The proposed methodology can be regarded as a practi-
cal solution in both planning and reinforcing power system
infrastructures. Initially, landslide hazard assessment pursued
in Section II gives valuable insight to the hazardous areas

and assists system planners to locate future infrastructures in
safer places or enhance their design so as they can withstand
possible landslide events. Besides, the proposed approach in
Section III sheds light on the possibility of landslide damage
and its associated consequences. This valuable information
eases the reinforcement planning and aids the system man-
agers to concentrate their limited budgets on the most impor-
tant components of the system

APPENDIX
Tables 8 and 9.
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